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SALUKA, 2x36W, IP66
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SALUKA-AR, 2x36W, IP66
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Application: agricultural areas, workshops, cellars, garages, kitchens and pro-
duction halls.
Ballast: EP – electronic ballast 220-240 V/50-60 Hz AC, 220-240 V DC, 176-280 V DC 
(min. discharge ignition voltage of lamp ≥ 198 V DC)
Body: White painted metal sheet RAL 9003
Cover: Tempered safety glass
Reflector: White painted metal sheet RAL 9003
Fastening: Direct fastening on ceiling or wall lighted area, fastening on ceiling 
by means of ceiling brackets, suspension by means of steel suspension brackets
Connection: Screwless three-pole terminal block, max. diameter of wires 2,5 mm2

Standard equipment: 1 pc sealing cable gland, 1 pc sealing plug, 2 pcs suspen-
sion bracket and 2 pcs rubber gasket
On request:	 Em – non-maintained emergency lighting (1h, 3h) 

MULTI – maintained emergency lighting (1h, 3h) 
DIM – dimmable electronic ballast (DSI, DALI) 
1/3 F – one or three phase through-wiring connection 
NANO – light fixture protected by special nanolayer (hydropho-
bic, oleophobic or antibacterial protection) 
NEREZ – body from stainless steel metal sheet 
PC COVER – cover from PC (polycarbonate), IP64 only 
AR – aluminium reflector (deep radiant) 
PAR – parabolic reflector

		 FOOD – specially treated glass cover suitable for food industry

AxBxC
(mm)

– electronic ballast
054306 SALUKA-118-EP, 1x18W

T26/G13

705 x 192 x 90
054307 SALUKA-218-EP, 2x18W 705 x 192 x 90
054308 SALUKA-136-EP, 1x36W 1305 x 192 x 90
054309 SALUKA-236-EP, 2x36W 1305 x 192 x 90
054298 SALUKA-336-EP, 3x36W 1305 x 192 x 90
054310 SALUKA-158-EP, 1x58W 1605 x 192 x 90
054311 SALUKA-258-EP, 2x58W 1605 x 192 x 90

– electronic ballast
056170 SALUKA-228-EP, 2x28W

T16/G5

1305 x 192 x 90
056171 SALUKA-254-EP, 2x54W 1305 x 192 x 90
056172 SALUKA-235-EP, 2x35W 1605 x 192 x 90
056173 SALUKA-249-EP, 2x49W 1605 x 192 x 90
056174 SALUKA-280-EP, 2x80W 1605 x 192 x 90

AxBxC
(mm)

– maintained emergency lighting, electronic ballast, 1h
054345 MULTISALUKA-218-EP,2x18W, 1h

T26/G13

705 x 192 x 90
054349 MULTISALUKA-136-EP,1x36W, 1h 1305 x 192 x 90
054343 MULTISALUKA-236-EP,2x36W, 1h 1305 x 192 x 90
054347 MULTISALUKA-158-EP,1x58W, 1h 1605 x 192 x 90
054341 MULTISALUKA-258-EP,2x58W, 1h 1605 x 192 x 90

– special equipment
008029 Cable gland PG 13,5 with nut, RAL7004
008501 M20 sealing plug, grey, incl. gasket and nut 
001995 Reflector AR – 2x36W deep radiant
001996 Reflector AR – 2x58W deep radiant
051139 Set of ceiling stainless steel bracket SALUKA (2 pcs) 
051145 Pole bracket (50 mm diameter)


